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About
Urmachin

1

Urmachine focuses on packaging equipment and total solutio_ns for more than 20 years:
has more than10 professional factories in the field of packaging machinery; helps more

than 480 customers worldwide to solve product packaging problems.
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Ip a new packaging line, retrofitting an exi one. or starting a

hether setting etrofit starting a
1 limitedbudget. our professional technical team will provide the most
|

husiness Wit
suitable solu

il

h
tion for your specific needs.
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Certificate's RUIAN URGC IMP AND EXP CO. LTD

Holder: 163 WANGJIANG STREET, DONGSHAN STREET,
RUIAN CITY WENZHOU CITY, ZHEJIANG

PROVINCE

Certification ECM
Mark:
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Product: Coutning line

Model(s): UR-ZP,UR-42S,UR-9ZS,UR-8S,UR-16S,UR-12S,
UR-24S,UR-32S,UR-WS,UR-48S,UR-PTS,UR-CG,

UR-LF,UR-YDT
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Verification to: Standard:
EN ISO 12100:2010,

EN 60204-1:2006+A1:2009+AC:2010

related to CE Directive(s)
2006/42/eC (Machinery)

voried on a voluntory bass. The product(s) safafies
A, In refarence 1o the above isted Standards). Tha o
ccordingly 1o the ECM requiction ab
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Automatic capsule filling machine adopts PLC control system,
human-machine interface, when running malfunction or lack of
stuff, automatic alarm, maltunction display, automatic dismiss the
alarm. And with functions of password setup, touching screen
display, automatic parameter setup, data printing, reset, etc. The
jump-start axed, cam, and other main damageable parts all adopt
imported materials. And the machine IS suitable for powder,
granular, and pellet filling, special for Gapsule size from 00+ to 3%.

NJP-400

Capacity
(capsules/minute)

415v 50Hz three phase (it can be changed depend

400

Power Supply

on your requirement)

[Powdewe | aew

Quantity of Mould 3pes
Bores
Noise Standard < 75dB(A)
Weight 900kg

Overall Dimension 660*800*1750

(mm)



Automatic capsule filling machine adopts PLC control system,
human-machine interface, when running malfunction or lack of
stuff, automatic alarm, maltunction display, automatic dismiss the
alarm. And with functions of password setup, touching screen
display, automatic parameter setup, data printing, reset, etc. The
jump-start axed, cam, and other main damageable parts all adopt
imported materials. And the machine IS suitable for powder,
granular, and pellet filling, special for Gapsule size from 00+ to 3%.

NJP-600

Capacity :
(capsules/minute) R ——
Application Capsule Size #00 to #5
Power Supply 415v 50Hz three phase (it cgn be changed depend
on your requirement)
Crwoam | e
Quantity of Mould
Bores
Noise Standard < 75dB(A)

Overall Dimension

700*900*1850
(mm)




Automatic capsule filling machine adopts PLC control system,
human-machine interface, when running malfunction or lack of
stuff, automatic alarm, maltunction display, automatic dismiss the
alarm. And with functions of password setup, touching screen
display, automatic parameter setup, data printing, reset, etc. The
jump-start axed, cam, and other main damageabhle parts all adopt

imported materials. And the machine IS suitable for powder,
granular, and pellet filling, special for Gapsule size from 00+ to 3%.

NJP-800

Capacity .
(capsules/minute) RS
Application Capsule Size #00 to #5
Power Supply 415v 50Hz three phase (it cgn be changed depend
on your requirement)
Crowomame | saw
Quantity of Mould
Bores
Noise Standard < 75dB(A)

Overall Dimension 700*900*1850
(mm)




Automatic capsule filling machine adopts PLGC control system,
human-machine interface, when running malfunction or lack of
stuff, automatic alarm, maltunction display, automatic dismiss the
alarm. And with functions of password setup, touching screen
display, automatic parameter setup, data printing, reset, etc. The
jump-start axed, cam, and other main damageabhle parts all adopt
imported materials. And the machine IS suitable for powder,
granular, and pellet filling, special for Gapsule size from 00+ to 3%.

NJP-1200

Capacity .
(capsules/minute) 1200capsules/min
Application Capsule Size #00 to #5
Power Supply 415v 50Hz three phase (it can be changed depend
'h on your requirement)
&

e I
Quantity of Mould
Bores
Noise Standard < 75dB(A)

Overall Dimension 1020*870*1980
(mm)




Automatic capsule filling machine adopts PLC control system,
human-machine interface, when running malfunction or lack of
stuff, automatic alarm, malfunction display, automatic dismiss the
alarm. And with functions of password setup, touching screen
display, automatic parameter setup, data printing, reset, etc. The
jump-start axed, cam, and other main damageable parts all adopt
imported materials. And the machine is suitable for powder,
granular, and pellet filling, snecial for Capsule size from 00+ to 5%.
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m NJP-3800C Dust collector 24 5Kpa 210m3d/h

Filling

228000pcs per hour AIr compression

AIr consumption /m3/h

capacity

Pressure 7-8Kg

m 1395x1180x2/750mm Operating noise </5DB(A)

e 380/220V  50Hz Filling percentage
iy ng percentag

Total power 10.9KW Capsule size
Segment .
27 holes Filling accuracy
m

Vacuum 120m3/h-0.04-0.08Mpa Suitable for

Empty capsule 99.9%
filled capsule 99.8%

00,0,1,2, 3.4 5% Safety
capsule A-E

Western medicine +3%

Chinese medicine 4%
Powder, Granule,

Pellet. Tablet.




